### Cab Data Sheet

**Job Name:**

**Capacity:**
- ☐ 2000 lb.
- ☐ 2500 lb.
- ☐ 3000 lb.
- ☐ 3500 lb.
- ☐ 4000 lb.
- ☐ Other:

**Platform Size:**
- ☐ 6'-0" x 5'-1"
- ☐ 7'-0" x 5'-6"
- ☐ 7'-0" x 6'-2"
- ☐ 6'-0" x 8'-8"
- ☐ Other:

**Overall Cab Height:**
- ☐ 8'-0"
- ☐ 8'-6"
- ☐ 9'-0"
- ☐ 9'-6"
- ☐ 10'-0"
- ☐ Other:

**Doorway Openings:**
- ☐ Front Only
- ☐ Front & Rear
- ☐ Front & Side

**Doorway Operation:**
- ☐ Single Speed Side Slide
- ☐ Single Speed Center Opening
- ☐ Two Speed Side Slide
- ☐ Two Speed Center Opening

**Doors / Fronts / Entry Posts / Transoms:**
- ☐ Stainless Steel #4
- ☐ Stainless Steel #8
- ☐ Bronze #4
- ☐ Bronze #8

**Walls:**
- ☐ Wood Core Construction
- ☐ Flush Plastic Laminate
- ☐ Other:

**Raised Wall Panels (vertically oriented):**
- ☐ Applied
- ☐ Rigidized 5WL Stainless Steel
- ☐ Stainless Steel #4 Binders
- ☐ Other:

**Clear Anodized Aluminum Tee Frame Drop Ceiling:**
- ☐ White Polycarbonate Diffusers
- ☐ Aluminum Eggcrate Diffusers
- ☐ Fluorescent Strip Lights
- ☐ LED Strip Lights

**Island Drop Ceiling:**
- ☐ Stainless Steel #4
- ☐ Stainless Steel #8
- ☐ Other:

**Exposed Canopy (No Drop Ceiling):**
- ☐ White Powder Coated
- ☐ Stainless Steel #4
- ☐ Other:

**Handrails:**
- ☐ At Rear Wall
- ☐ 3/8" x 2" Bar
- ☐ Stainless Steel #4
- ☐ Other:

**Sills:**
- ☐ Aluminum
- ☐ Nickel Silver
- ☐ Other:

**Ventilation:**
- ☐ Two Speed
- ☐ Three Speed OE Style
- ☐ Three Speed AA Style
- ☐ A/C Unit

**Options:**
- ☐ Pad Buttons
- ☐ Keyed Top Exit Lock
- ☐ Provisions for Swing Front Panel (swing panel by fixture manufacturer)
- ☐ Other: